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NORTH AMERICA’S LUXURY FIREPLACE

Installation and Operating Instructions
MODEL NO. FV&®717FULLVIEW DIRECT VBAS FIREPLACE

WARNINGIf the information in these istructions
are not followed exactly, a fire or explosion may
result causing property damage, personal injury or
loss of life.

AVERTISSEMENNSsurez/ous de bien suivre les instructions
données dans cette notice pour réduire au minimum le risqu
d'incendie ou d'explosion ou pour éviter tout dommage
matériel, toute blessure ou la mort.

- Do not store or use gasoline or other flammable
vapors and liquids in the vicinity of this or any othe
appliance.

-WHATTO DO IF YOU SMELL GAS

1 Do not try to light any appliance.

91 Do not touch any electrical switch; do not
use any phone in your building.

1 Immediately call your gas supplier from a
YSAIKO2NNA LIK2YySod C
instructions.

1 If you cannot reach yor gas supplier, call
the fire department.

- Installation and service must be performed by a
qualified installer, service agency or the gas suppli

Ne pas entreposer ni utiliser d'essence ni d'autres vapeurs o
liquids inflammables dans le voisinage deagpareil ou de
tout autre appareil.

- QUE FAIRE SI VOUS SENTEZ UNE ODEUR DE GAZ:

w bS LI a GSYyGdSNI RUFEfdzySNI R
w bS8 (2dz0KST t | dzOdzy Ay G SNN
téléphones se trouvant dans le batiment ou vous vous trouve

w | LiuddnEdiaiemeht votre fournisseur de gaz depuis un
voisin. Suivez les instructions du fournisseur.
w {A @2dza yS LRdzSI
service des incendies.

NB22AYR

- L'installation et I'entretien doivent étre assurés par un
installateur ou un service d'entretien qualifié ou par le
fournisseur de gaz.

This appliance may be installed in an aftermarket
permanently located, manufactured home (USA on|
or mobile home, where not prohibited by local
codes.

This appliance is only for usgth the type of gas
indicated on the rating plate. This appliance is not
convertible for use with other gassed, unless a
certified kit is used.

Cet appareil peut étre installé dans une maison préfabriquégd
(E-U. seulement) ou mobile déja installée a demeure si les
reglements locaux le permettent.

Cet appareil doit étre ut#ié uniguement avec les types de gaz
indiqués sur la plaque signalétique. Une trousse de conversi
est fournie avec cet appareil.

A barrier designed to reduce the risk of burns from
the hotviewing glass is provided with this appliance
and shall be installed.

Une barriére congue pour réduire le risque de brllures du ve
chaud est fournie avec cet appareil et doit étre installée.

HOT GLASS WILL
CAUSE BURNS.

DO NOT TOUCH GLASS
UNTIL COOLED.

NEVER ALLOW CHILDREN
TO TOUCH GLASS.

Unee surface vitrée chaude
peut causer des brlilures.,

Laisser refroidir la surface
vitrée avant d’y towcher,

Me permetiez jamais 3 un enfant
de toucher |a surface vitrée,

www.mendotahearth.com

A Division of Johnson Gas Appliance Comj
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GENERAL INFORMATION

SAFETANDWARNINGNFORMATION

Building Permiand Installation InspectiopprovalRequirements

All installations of Mendotdireplaces and insertsnust comply with all the requirements stated i
Installation andOperatingManual. Thedealer and/or installer must obtain akquired building permits
inspection approval from the local building inspection department or the local jurisdictid. valid

n this
and
ate

warranty coverage, Mendota may require facsimile copies oftthiding permit and inspection approval
forms. Failure to provide adequate proof that the installation conforms to all local requirements and the

requirements stated in the Instatian andOperatingManualwill void all applicable warrargs

CAUTIONEach installation must conform to all local, state and national codes. Refer to the national fuel gas code

to the most current edition of the National Fuel Gas Code ANSI Z22lknown as NFPA 54. NOTE: The Mendota Fir
is approved for mobile home and bedroom installations.

and local

zoning and code authorities for details on installation requireteehe Mendota Fireplace must be vented to the outside in
accordance with the latest edition of the National Fuel Gas Code. In the absence of local codes, the installation muast confor

dplace

Manufactured home (mobile home) installation must conform with the Manufactured Home Construction and
Standard, Title 24 CFR, Part 3280, or, when such a standard is not applicable, the Standard for Manufactu

For mobile home installationsinit must be bolted to the floor and properly grounded.

Installations, ANSI A225.1/NFP@&LB, or CSA Z246Aas Equipped Mobile Housing. Consult your local building of il E|

CAUTIONThe Mendota Fireplace may be installed in a manufactured (mobile) home after the first sale of the| home.

Safety
ed Home

( FQESL'X?:IE We recommend that our ga;

INSTITUTE hearth products be installed
and serviced by profes-
sionals who are certified in
the U.S. by the National
Fireplace Institute® (NFI) as

L ﬁ.ﬁlﬂi?m NFI Gas Specialists.

INSTALLEReave this manual with the appliand@ONSUMERRetain this ranual for future reference.

INSTALLATEUR [ I A & a ST O0SdGGSs CONSOMMASEURC@rSdbve cite hdtide polrA @
consultation ultérieure
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SafetyWarnings

AWARNING

Warning: This productcontains lead, a
chemical known to the State of Califomia to

cause birth defects or other reproductive harm.
Wash your hands after handling this product.

The exhaust from this product
contains chemicals known to the State
of California to cause cancer, birth
defects or other reproductive harm.

AWARNING

This product contains one or more chemicals

known to the State of California to cause

cancer and birth defects or other reproductive

harm.

AL WARNING

HIGHALTITUDENSTALLATIONFORMATIONPriorto installingat altitudeshigherthan 7,50
understand the needfor gasinput derating.ContactMendotaTechnicaServicdor support.

INSTALLER NOTIHese instructions are to remain with homeowner.

FOR YOUR SAFETY

A qualified installer, service agency, or the gas supplier must
perform installation and service.

Do not store or use gasoline or other flammable vapors and
liquids in the vicinity of this or any other appliance.

WARNING

Do not operate this appliance with the glass removed, cracked
or broken. A licensed or qualified person should do

I'anpareil si le panneay frontal g0 verre 0'est pas en place, 251
cragué ou brisé. Confiez le remplacement du panneau a un
technicien agrée.

WARMING

Mendota gas fireplaces are heat producing appliances. Do not
burn wood, paper or other materials in this fireplace. This
fireplace is designed as a supplement heat source. It is
advisable to have an alternative primary heat supphy.

In the Commonwealth of Massachusetts:

* Installation must be performed by a licensed
plumber or gas fitter.

¥ A CO detector must be installed in the room
where the appliance is installed.

replacement of glass. AVERTISSEMENT. Me pas utiliser

The installation must conform with local codes or, in the
absence of local codes, to the current Mational Fuel Gas
Code, AMSI 2223 1 (NFPA 54) or CAMN/CGA B149.1 Installation
Code.

Installer 'appareil selon les codes ou réglements |ocaus, ou,

en I'ahsence de tels réglements, selon les Codes
d'installation CAN/CGA-B149.

This appliance may be installed in an aftermarket
permanently located, manufactured (mobile) home
[USA Only), where not prehibited by local codes.

This appliance is only for use with the type(s) of gas
indicated on the rating plate. This appliance is not
convertible for use with other gases, unless a
certified kit is used.

Cet appareil peut &tre installé dans un maison
préfabriguée (mokbile) déja installée a demeure si
les réglements locaux e permettent.

Cet appareil doit &tre utilisé uniguement avec las
types de gas indigués sur la plague signalétigue. Ne
pas [utiliser avec d'auires gas sauf siun kitde

conversion certifié est installs,

FV36 85-03-01014

WARNING: Improper installation, adjustment,
alteration, service or maintenance can cause injury
or property damage. Refer to this manual. For
assistance or additional information consult a
gualified installer, service agency or the gas
supplier.




Be sure to @adand understandall instructions carefully before starting tHieeplace Failure tofollow these
instructions may result in a possible fireZaad and will void thevarranty:

Safety Standards and Warnings

Any safety screen or guard removed for servicing must be replaced before operatifigefiiece

¢2dzi SONIY 2dz LINRPGSOGSdZNI NBGANB LR2dzNJ LISNYSGGNB f
IQF LI NBAE Sy YI NOKS®

This unit is not for use with solid fuel.

Ne pas utiliser avec du combustible solide.

Installation and repair should hEerformedby a qualified service person. Tfieplaceand venting system should b
inspectedbefore initial use and at least annually by a professional service person. More frequent cleaning r
required due to excessive lint from carpeting, bedding, material, etc. imerative i K & G KS d:
compartment, burners and circulatingrgbassagewaysare kept cleanto provide for adequate combustion an
ventilation air.

[ QAyaGEttlrGA2y Si fF NBLINIGAZ2Y RSONIAG siNB 02
AYEALISOGA2Y LI N dzy UGSOKYNBASYALNRSSEAARYzZY S2AYV DI gzf
plus fréquents peuvent étre nécessaires si les tapis, la literie, et cetera produisent une quantité importa
poussiere. |l est essentiel que les compartiments abritant les commaltedebrileurs et les conduits de circulatic
RQFANJ RS f QI LJILJ NBAf a2ASyid GSydzZA LINBLINBao®

Alwayskeep the fireplaceclear and free from combustible materials, gasoline, and other flammable vapors
liquids.

Never obstructthe flow of combustion and ventilation air. Keep the front of fireplaceclearof all obstacles anc
materials for servicing and proper operation.

Due to high temperature, théreplaceshould belocatedout of traffic areas and away from furniture addaperies.
9y NI A&2y RS& GSYLISNI GdzNBa St S@sSSas f QF LILJI NBAE R
du mobilier et des tentures.

Clothing or flammable materiahould not be place@n or near thefireplace

Onnedevraitd- & LJ I OSNJ RS @siSYSyida yA RQldziNBa YI GASNI
Children and adults should la¢ertedto the hazards of high surface temperature and shatiiy awayto avoid burns
or clothing ignition

Les enfants et les adulteevraient étre informés des dangers que posent les températures de surface élevée:
GSYANI £ RAAGEYOS I FAY RQSOAGSNI RSa o6 NI dzNBa 2dz |

Young children should bearefully supervisedvhen they are in the same room asetfireplace Toddlers, young
children and others may be susceptible to accidental contact burns. A physical barrier is recommended if ther
risk individuals in the house. To restrict access to a fireplace or stove, install an adjustable satetkegpetoddlers,
young children and other at risk individuals out of the room and away from hot surfaces

[ S4 2SdzySa Sy¥Fryda RSONIASYyd siGNB adi2NBSAtfSa S
tout petits, les jeunes enfalia 2dz f S& I RdzA §1Sa LISdz@Sy i &dzmAN R
OKI dzZRS® Lf Sad NBO2YYIFIYRS RQAyadlttSNI dzyS o NNA ¢
SYLIS OKSNI £ QF 008a t dzy Tagiddtde Sdarité; cetteymedul2 enfip&cheraley taud get
tSa 2S8SdzySa SyTlyida SiG (2dziS | dziNB LISNE2YyYyS t NRa

These unitsnust use one of the vent systems described in the Flue Venting section ahémisal.

u N.

[0 =N
ax

This gas fireplace and vent assenblystbe vented directly to the outside amdust neverbe attached to a chimney
serving a separate solid fuklrningfireplace Each gafireplacemust usea separate vent system. Common ve
systems argrohibited.

The vent system assembly for this fireplace must be periodically examined by a qualified service agency.

If the ventair intake system is disassembled for any reason, reinstall per the instructions provided for the
installation.

FV36 85-03-01014




Inspectthe external vent cap on regular basis to make sure that no debris is interfering with the airfievilow of
combustion and ventilation air not to be obstructed

Do notabuse the glass door by striking the glass, slamming the door shut, etc.

Use only authorized parts and materials obtained from Johnson Gas Appliance Company when replacing def
damaged glass.

Do not useabrasive cleaners on the glass door assenibtynot attemptto clean the glass door when it is hot.

Turn off the gas before servicing tHiseplace It is recommended that a qualified service technician perfarr
fireplacecheckup at the beginning of each heating season.

Do notplace furniture or any other combustible household objects within&6f the fireplace front.

This vented gas fireplace heatemnist for use with air filters.

Foyer au gaz a évacuatiefhle pas utiliser avec du combustible solide.

Keep burner and control compartment cleéee installation and operating instructions accompanfireglace.

S'assurer que le brileur et le compartiment des commandes sont propres. Voir les instructions d'installa
d'utilisation qui accompagnent |'appareil.

WARNING:Improper installation,adjustment, alteration, service or maintenance can cause injury or prop
damagewSFSNJ (12 GKS 26y SND& Ay T2 Niifdplack Fof as¥idtayicdzlorf additithi
information consult a qualified installer, service agency or the gaslisupp

L'AVERTISSEMENT: L'installation inconvenante, ajustement, modification, service ou entretit
causer le dommages de propriété ou blessure. Référer au manuel d'information de propriétaire fou
appareil. Pour l'assistance ou information suépkntaire consulte un qualifiée installeur, agence
service ou le fournisseur de gaz.

Do not usethis fireplaceif any part has been under water. Immediatelil a qualified service technician to inspe
the fireplaceand to replace any part of the comol system and any gas control, which has been underwater.
bS LI a dziAfAaSNI OSG | LIJ NBAf aQAf | SGS LX2y3Ss
AYyaLSOGSNI £ Ql LILI NBAf SiG NBYLX | OS NI ointhatadeSui & Bté\lorigée dat
f QS| dzo

Thisfireplaceis for use with only doors certified by Mendofao not useany fronts or doors with thiireplaceunless
they are certified by Mendota and installed by a certified installer.

Seules des portecertifi€ées pour cet appareil doivent étre utilisées.
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The information in this section applies to all installations performed in the Common Wealth of Massachusetts only.

a)

(b)

(©

(d

(e)

FV36

Specific Requirements for the Common Wealth of Massachusetts

For all side walhorizontally vented gas fueled equipment installed in every dwelling, building or structure used
in whole or in part for residential purposes and where the side wall exhaust vent termination is less than seven
(7) feet above grade, the following requirentershall be satisfied:

1. |If there is no carbon monoxide detector with an alarm already installed in compliance with the most current
edition of NFPA 720, NFPA 70 and the Massachusetts State Building code in the residential unit served by
the side wall horizotally vented gas fueled equipment, a battery operated carbon monoxide detector with
an alarm shall be installed in compliance with the most current edition of NFPA 720. NFPA 70 and the
Massachusetts State Building Code.

2. In addition to the above requiremés if there is not one already present, a carbon monoxide detector with
an alarm and a battery backup shall be installed and located in accordance with the installation
requirements supplied with the detector on the floor level where the gas equipmeénstalled.The carbon
monoxide detector with an alarm shall comply with 527 CMR, ANSI/UL 2034 Standards or CSA 6.19 and the
most current edition of NFPA 721 the event that the requirements of this subdivision cannot be met at
the time of the completiorof the installation of the equipment, the installer shall have a period of thirty
(30) days to comply with this requirement; provided, however, that during said thirty (30) day period, a
battery operated carbon monoxide detector with an alarm shall b&ltedd in compliance with the most
current edition of NFPA 720, NFPA 70 and the Massachusetts State BuildingnGoeevent that the side
wall horizontally vented gas fueled equipment is installed in a crawl space or an attic, the carbon monoxide
detedor may be installed on the next adjacent habitable floor leSeich detector may be a battery
operated carbon monoxide detector with an alarm and shall be installed in compliance with the most
current edition of NFPA 720, NFPA 70 and the MassachusattsBiilding Code.

3. A metal or plastic identification plate shall be permanently mounted to the exterior of the building at a
minimum height of eight (8) feet above grade directly in line with the exhaust vent terminal for the
horizontally vented gas fueldukating appliance or equipmenithe sign shall read, in print size no less than

onehalf (1/2EAy &A1 8% aD!'{ +9b¢ 5Lw9/¢[, .9[hzxz YOOt /[ 9]

4. Afinal inspection by the state or local gas inspector of the side wall horizontally vegbgement shall not
be performed until proof is provided that the state or local electrical inspector having jurisdiction has
granted a permit for installation of carbon monoxide detectors and alarms as required above.

EXEMPTIONS: The following equiptrie exempt from 248 CMR 5.08(2) (a) 1 through 4:

1.¢ KS SljdALIYSyld tAaGSR Ay [/ KIFILWGSNI man Syidadt SR a9ljdzLl
edition of NFPA 54 as adopted by the Board; and

2.Product Approved side wall horizontally vented daeled equipment installed in a room or structure separate
from the dwelling, building or structure used in whole or in part for residential purposes.

When the manufacturer of Product Approved side wall horizontally vented gas equipment providesng v
system design or venting system components with the equipment, the instructions for installation of the
equipment and the venting system shall include:

1. A complete parts list for the venting system design or venting system; and
2. Detailedinstructions for the installation of the venting system design or the venting system components.

When the manufacturer of a Product Approved side wall horizontally vented gas fueled equipment does not

provide the parts for venting the flue gases, BURSY G A TA Sa GalISOAlIf @SydAiay3a aeal
satisfied:

1.¢ KS NBFSNBYOSR aalLISOAlLt @Syiliay3a aeailisSyéd AyailiNuzOGa2y
installation instructions; and

2¢KS aaLlISOAlt @Syl A ytAppiovedhy SheBoard, ani thd iristructiGns torNitRydstem
shall include a parts list and detailed installation instructions.

A copy of all installation instructions for all Product Approved side wall horizontally vented gas fueled

equipment, all enting instructions, all parts lists for venting instructions, and/or all venting design instructions
shall remain with the appliance or equipment at the completion of the installation

10
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Safety ad Structural Concerns
Caution: Beforeignitingthe pilot or lurners, perform the following inspections and verifications:

Check glass gasket seal. Visually inspect glass gasket, especially at the corners of the glass pisdtbaGasket
bulgeat corners can cause improper seals between the bulggiscan cause exhest leaks and lead to acrid
smell concerns.

If facing materials are freshly painted or freshly polished (in cases of marble or granitedethe
convection blower is running &evel 2 orLevel3 during the iirst two hours. Aftertwo hours of initial bun,
allow fireplace to cooProceeds A 1 K a1 8% @RS/ @A NSLX | OS d¢

WARNING
FIRE RISK/ODOR RISK

Install appliance on hard metal or wood surfaces extending full width and depth of this fireplace.

f  AnR1 Rated Hearth Protection Pad¥® @ KA O] AYal ENWBYjdABNBE R dzyf S&da (GKA& 7T
Fo2@S FTE22N) £t SOSE 2F GKS NR2Y® C2NJ SOSNEB mé (KAa
GKAa FTANBLI I OS Mndhe&th §dHctivrSpRd icréquirddNd KA 3 K S NJ

1 Do not install this fireplace directly on carpeting, vjmylany combustible material other than wood. Construct cha|
to all clearance specifications in manual.

Locate and install appliance to all clearance specifications in manual.

91 Verify glass gaskseal before firing unit the first time. Verify proper latching of glass frame onto unit body.

Thisfireplacemust be installedand serviced by a Mendotapproved servicepersonAny adjustments to
burner, pilot, logs or coal bedmust be madeby a Mendotaapproved service person.

If pilot goes out, always wditve minutes before attempting to relight pilot.

Never block off convection air openings or pathlvays use Mendota decorative fronts and Mendota
approved vent systems and vent caps

The Mendotadirect ventfireplace may be placed withiré4 of adjacent sidewallsThe fireplace may be

placed directlyon concrete or wood flooring.

ly yé 02Y0dzadAofS YI yiaSt 2¢laovedhstopioftdeineatoltl®d® ¥4 (dzUJ Y A
from the floorlevel of this fireplaceNon-combustible (marble, brick, stone, etc.) mantels can be installed at

any desired height above the top convection air opening.

A noncombustible hearth protector with a total insulation rating 6fLlRs required when instatig this
fireplace directly on the floor and must extend a minimum of 18" in front of the fireplaoeevery & the
fireplace is raised off the floor, the depth of the hearth protector may be reduced bl freplace is raised
off the floor 6" or moreno hearth protector is required.

Venting Requirements
This Mendotdireplace can be vented using many availdisied direct vencoaxial pipegx5é 0 2 FF G K S
Approved brands of vent components include DuraVent, AMevarilCC, SelkirlOlympiaand Security vent
pipes and venting componentlosely follow venting locations, directigiasd requirementsObserve the
restrictions relating to vent position on exterior of honige sure all vent pipe sections are fully twistked
and leakproof. Be sire 1000 Fsilicate stove sealans$ used on the inner pipe joints of all Simpson DuraVent
pipe components and all adjustable pipe sections.

11
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Heating Performance

With its high heat outputthis Mendotafireplace will heat a large area thfe homeif located properly to
maximize heat/air circulatiorAir movement options for maximizing heat circulation that can be considered
are the continuous operation of central heating furnace blowers or ceiling Tdresmost efficient method

for overall heat dbtribution within a single room is a ceiling farhe heat output of thdireplace can be
reduced by turning off theear burnerand reducing flame height using the remote contBilbwers can be
turned down or turned off to reduce heat distribution.

Aesthetic Considerations

Burning or static fireplaces are a major aesthetic focus in any rBositionyour gas fireplace as you would
a television setA wellplacedMendotafireplacewill be a continuing source of comfort antterest. Corner
installations will afford you the greatest poteial for viewing in many roomghis fireplace may be installed
in an elevated position as long ast#g@inimum distance is provided between the floor level of this fireplace
FYR GKS NR2YQa OSAfAy3 &da2NFI OSo

Manual Gasltautoff Valve Installation Requirement
A manual shutoff balalve is factory installed in tHe&eplaceand is accessible through the air gap on the left
of the glass frame. Use the glass latch tool to operatestingoff ballvalve. If local building codeequire,
obtain an externalvall-mounted manual gas shutoff vale@proved per local gas plumbing codes and install
per local gas plumbing codes in the specified location.

FLOW DIRECTION
INDICATOR TRIANGLE

INSERT
TOOL

VALVE ACTIVATION
BRACKET (WITH HOLE)

ROTATE 90°
CLOCKWISE
TO CLOSE

GLASS LATCH
TOOL
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SPECIFICATIONS

General Specifications

FIREPLAGEVERALL DIMENSIOME ¢ wide x 40%£ highx 19 £ deep

MINIMUM FRAMING DIMENSIOKNS mvideE  rhighixH ndeep

GLASS SIZEeoeramglass with norreflective ating.Visibleglass measures 720%(83v£ 2 Y% H M @
MANTEL ALLOWANCE deep mantel i abevé top convectiompening.

VENT SYSTEM ALLOWAN®Rventonlyp ¢ SEKI dzad FyR yé O2Yodza A2y I A
required.

h&erticalmA YA YdzY 6 AGK cén iv@ticamt &£ ARINID DWW fYd EA YdzY K2 NRI
GAUK nQ YAYAYdzvtiordSNILAOFE adkNISNI aSo

CONTROL®lelectronic ignition systerwith ACprimary powerand D(ackup power Accent light and
blower operate on A@ower only. Thermostaticemote controlwith Smart Thermostainodeincluded.

BLOWER SYSTEMS5 CFMiigh-efficiency motordual blower system 120VAC, 2AmpSix speed control
settings with remote control.

ACCENT LIGHT SYSTAtdentight system included and can be turned on or off or dimmed using remote
control.

BURNER SYSTHMial 304tainless steel tubular burners.
BURNER AIRHETTER SYSTEMSternallycontrollable rear and front burner air shutters.

NATURAL GAS INFORMATIGALtory equipped fanatural ga® W Gminimum inlet pressure required.
Fornatural gasapplications, front burner dfice size is #44and therearburner orifice size is #38.

LP GASNFORMATION:P conversion kiftHA110-00084A & NI |j dwWCNiRiRuM inletipéessure
required.For LRyas both front andear burner orificegt54.
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Listing Label

DIRECT WEMT GAZS FIREPLALE HEATER
(POELE AL GAZ HOMOLOGUE, A AERATION DIRECTE) ; Li bl
HOT FOR LESE WITH S0LI0D FUEL HEWT & Wil

¢ us  (NEDOIT PASE UTILISE AVEC UN COMBUSIBLE SOLIDE) e piriiy
MANUFACTURED BY (FABRIGUE FAR): 00 NOT TCUCH GLASS
! k JOHKSOM GAS APPLIANGE CO. CEDAR RAPIDS, IOWA WKTIL COCLED.
nterte CERTIFIED FOR CANADA (HOMOLOGUE POUR LE CAMADA] MEVER AL CHLTREN
VWM 21304 CERTIFIED TO (CERTIFIE| CGA 217 ANSI 221 88 | CSA 2 33-2014 TETEUEH GLASS

WARNIMG: IMPROPER INSTALLATION, ADJUSTMENT, ALTERATION, SERVICE OR MANTENANCE CAN CALISE PROPERTY
DaMAGE, PERSONAL INFURY, OR LOES OF LIFE. REFER TO THE OWHNER'S INMFORMATIOMN MAMUAL PROVIDED WITH THIS APPLIAMCE.
INSTALLATION AND SERVICE MUST RBE PERFORMED BY A QUALIFIED INSTALLER. THIZ WENTED 3AS FIREPLACE HEATER 13 MOT FOR
UZE WITH AR FILTERS. REGISTER KIT MaAY BE USED. FOR USE ORNLY WITH GLAES BARRIER Part no. Ad-11-02972

MISE EM GARDE: INSTALLATION, REGLAGE, MODIFICATION, ENTRETIEM OU DEPANNAGE NOM AFPROPRIES POURRONT
CAUSER DES BLESSURES OU DES DOMMAGES MATERIELS. REFEREZ-VOUS AL MAKMUEL DU PROPRIETAIRE FOURMI AVAC CET
APPARIEL. POLUR ASSISTAMGE OU RENSEIGNEMENTS COMPLEMENTAIRES, VEUILLEZ CONSULTER UM INSTALLATEUR
EXPERIMENTE, UME AGENCE DE DEPAMMAGEENTRETIEN OU COTRE COMPAGNIE GAZIERE, POUR UTILISATION AVEC LES PORTES
EM WVERRE CERTIFIEE L'APPAREIL SEULEMEMNT. ME PAS OPERER AVEC LE VERRIERE EMLEVER, CRAQUELIWE, DRISE.

WARMIMG: DO NOT OPERATE THE APFLIANCE WITH GLASE FRONT REMOVED, CRACKED OR BROKEN. REPLACEMENT OF THE
PAMEL{S) SHOULD BE DONE BY & LICEMSED OR QUALIFIED SERVICE PERSOMN. FOR USE WITH GLASE DOORS CERTIFIED WITH THE
APPLISHNCE OMLY

AVERTISSEMEMNT: ME PAS UTILISER LAPPAREIL 51 LE PANMEAL FROMTAL EN VERRE N'EST PAS EN PLACE, EST CRAGUE QU
BRISE. COMFIEZ LE REMPLACEMENT DL PANMENL A UM TECHMICIEM AGREE. SEULES DES PORTES CERTIFIEES POUR CET
APPAREIL DONVENT ETRE UTILISEES.

O MNATURAL GAS O LPGAS
[{GAZ MATUREL} (EAS DE PETROLE]
LIJUEFIE {GPL))

INPUT RATIMG (BTRHR] 0-20008 (0-810m) (ENTREE MNORMIMALE) 44,000 44 000
MM INPUT RATING (BTLVHR) 0-200048 (0-610m) [MIMNIMALE ENTREE NOMINALE) 14,100 18,600
ORIFICE 0-2000ft {0-610m) (ORIFICE] FRONT #d4 REAR 835 FIROMNT #54° REAR #54°
QORIFICE 2000-50004 (810-1370m) (ORIFICE) FRONT 844 REAR 835 FIRIOMT #54° REAR #54°
IMPUT RATING (BTUHR] 2000-2000H0 (610-1370m| 44,000 44,000
MRS OUTFUT (BETUHR) [SORTIE MAXIMALE) 33,000 33,000
MAMIFOLD PRESEURE (in woc/kPa) (PRESZI0N AL COLLECTEUR) 1.5 {0.E7) 10,0 (2.5)
MAMIFOLD PRESSURE, LOW (in. w.cKPa) (PRESSION AL COLLECTELUR MIMIKALE) 1.6 (0.40) a4 (1.549)
BN IMLET PRESSURE (in. vw.c./kPa] (PRESEION IVEMTREE MINIMALE] S.001.24) 11.02.74)

THIES AFPLIAMCE I3 OMNLY FOR LSE WITH THE TYPE OF GAS IMDICATED ON THE RATING PLATE AND MAY BE INSTALLED I AN
AFTERMARET, PERMANENTLY LOCATED, MANUFACTURED HOME (U2 ONLY ) OR MOBILE HOME, 'WHERE MNOT PROHIRITED BY
LOCAL CODES. BEE OWNER'S MANUAL FOR DETAILS. THIS APPLIANCE |5 NOT CONVERTIELE FOR USE WITH OTHER GAZES,
UMLESS & CERTIFIED KIT 15 USED:

CET APPAREIL DOIT ETRE UTILESE UMIZUEMENT AVEC LE TYPE DE GAZ INDIQUE SUR LA FLAZUE SIGHNALETHIUE. CET APPAREIL
FEUT ETRE INSTALLE DANS UNE MAISON PREFABRIQUEE OU MOBILE (E -1 SEULEMENT] INSTALLEE A DEMEURE 51 LES
REGLEMENTS LOCALE LE PERMETTEMNT. VIR LA MOTICE DE LUTILISATEUR POUR PLUS DE REMNSEIGHMEMENTS. CET APPAREIL ME
FEUT PAS ETRE UTILISE AVEC D'AUTRES GAZ SAUF 51 UNE TROUSSE DE CONVERSION CERTIFIEE EST FOURNIE.

BAINIBUN CLEARANCES TO COMBUSTIELE COMNETRUCTION

UMIT TO FLOCR Qin {0 ) GLASS EDGE TOADUACENT SIDEWALL 16in. (408 mm)

UMIT TO EMCLOSURE SIDEWALL Y in. (13 mm) VENT FIPE TOP TO COMBUSTIBLES Jin. {78 mm)

UMIT TO EMCLOSURE BACK WALL & i (13 mm) VENT PIFPE SIDES TO COMBUSTIBELES Tin (25 mm)

UMIT TOR TO ENCLOZURE CEILING  5in. (13 mem) VENT PIPE BOTTOM TO COMBUSTIBLES 1in. {25 mm)

UMIT FLOOR TO ROOM CEILNG TZin. (1830 mim) 3" MANTLE ABCVE DISCHARGE AR OPENIMG 2300, (559 mm)

CHUTION: HOT WHILE IN OPERATION, DO MOT TOUCH. KEEP CHILDREM, CLOTHING, FURNITURE, AND FLAMMASLE LIDUIDSE OR
SAPOIRE AR

ATTEMTION: LAPPAREIL EST CHAUD LORSOUIL FOMCTIONNE. ME PASS TOUCHER LAFPAREIL. SURVIELLER LES ENFANTS. GARDER
LES VETEMENTS, LES MEUBLES, LESSENCE QU AUTRES LIOWIDES A VAPEUR IMFLAMMARLES LOIM DE L'APPAREIL.

ELECTRICAL RATING (COURANT NOMIMALYE  120%W0LTE  G0HERTZ LESES THAM 1.5 AMPERES

0O NOT REMOVE OR COWVER THIS LABEL
WEILLEZ & NE JAMES ENLEVER NI DISSIMULER CETTE ETIGUETTE

MFG. DATE: MODEL: FV36-PF2  SERIAL NO. | WH-FV36-

MENIOJIA

Rl DR LAY PR LA S

G5-01-01364
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TechnicaBpecifications WWTERTE,

High Fire- Adjustable to- Low Fire AV ¥V 4
BTUH(MODEL FV36 NATGAS 44,000 14,100 C == us
BTUH(MODEL FV36) LP GAS 44,000 18,600 4, @b

“nock net®
NOTE: LPG CONVERSIONHAT10-00084 MUST BE PURCHASED SEPARATELY TO CONVERT TO
BURN LPG IN THIS FIREPLACE.

MAINORIFICE[0-2000ft (610 m)]: REAR BWRRDRT BBBNER: [ 8%d NGP[ b4
[2000-4500ft (610-1 370 m)]: REAR BURNERFRONFBURNER: [ #4d NGP[B40 LP]

OVERALL EFFICIENCY:...vvoivvereeesereeesnennn P.4 FE 75%

COAXIAL DIRECT VENT FLUE: .......ccoovcoio.... 5" INNER, 8" OUTER

TOTAL WEIGHT: ..o 300 POUNDS
SAFETY i AGA/CECERTIFIED IPI AUTO ELECTRONIC IGNITION SYSTEM
ACTIVATED WITH THERMOSTATIC REMOTE CONTROL.

FIREPLACE CERTIFICATION AND TESTING AGENCY
INTERTEK TESTING SERVICES, ICB&#AAGAT

Certified under ANSI Z21.88 (20§9SA o0 o6HamMn0O G+SyiSR DI & CANBLIX ApprBved fd bedréomB b vy 2 (i
installations and mobile homebBIL307B approved for "mobile homedtea first sale of home, not for recreational vehicles."

GLASS SAFETY SCREEN BARRIER
A certified Glass SafeScreerBarrier must be installed on thfseplaceduring any use.

GAS REQUIREMENTS......cooiiiiiiiiiiiieee e d SUPPLY PRESSURE GAS INLET: 1/2" N.P.T.

NAT. GAS: 7" W.C.(5"W.C. MIN,, 11" W.C. MAX.)

LP GAS: 11.0" W.C(11" W.C. MIN., 13" W.C. MAX.)
ELECTRICAL REQUIREMENTS...........cccuee.ee 115volt, LESS THAN B@mps (for blower operation only)
APPROVED VENT SYSTEMS .......cccccevieeenne DuraVent, Selkirk, AmeriVent, Security, ICC, Olympia

MINIMUM CLEARANCES TO COMBUSTIBLE CONSTRUCTION

UNIT TO FLOOR n §0mm) INNER GUIDE EDGE TO ADJACENT SIDEWALM c (40.5cm)
UNIT TO ENCLOSE SIDEWALL oy §13mm) VENTPIPE TOP TO COMBUSTIBLES o §76mm)
UNIT TO ENCLOSURE BA&SKL oy 413 mm) VENT HPE SIDES TO COMBUSTIBLES M €25 mm)
UNITTOP TO ENCLOSURE CEILING oy §13mm) VENT PE BOTTOM TO COMBUSTIBLES M §25mm)

UNIT BOTTOM TO ROOM CEILING T H(£82.9cm)
y ¢ d&ELABO/E DISCHARGE AIR OPENIN@6cm)

MINIMUM COMBUSTIBLE ROUGH FRAMING DIMENSIONS (allow extra clearance for vent system)
W DTH = 500 (127cmMHEI GHT = 410 (DERTHemR OO (51cm)

THIS FIREPLACE INCLUDES A SEALED COMBUSTION SYSTEM, NEOCERAM GLASS, ELECTRONDOAGNOEHVSIGNEECTION
AIR BLOWERAGA CERTIFIED SAFETY SYSTEM, ACCENT LIGHT and THERMOSTATIC REMOTE CONTROL.

CAUTION MOTE: This installation must conferm to local codes. In the absence
THESE INSTRUCTIONS ARE TO of local codes, you must comply with the Mational Fuel Gas Code,
REMAIN WITH THE HOMEOWMNER. ANSI £223.1 latest edition in the U.5.A. and the Natural Gas and
Propane Installation Code, CSA B149 Installation Codes in Can-
ada.

This appliance may be installed in an
aftermarket, permanently located,
manufactured home (USA only) or
mobile home, where not prohibited
by local codes. WARNING: Do not operate this appliance with the glass removed,
cracked or broken. A licensed or qualified person should do replace-
ment of alass.

This appliance is only for use with
the type(s) of gas indicated on the
rating plate.

HIGH ALTITUDE INSTALLATION INFORMATION: Prior to installing at altitudes higher than 7500, understand
the need for gas input deration. Contact Mendota Technical Service for support.
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HreplaceDimensions

fo———

OVERALL UNIT WIDTH

46 5/8 —

42 I
e 1912 4..‘ UNIT WIDTH AT FORNT
UNIT DEPTH B
-

325/8
FLOOT TO VENT
STARTER TOP

GAS SUPPLY INLE

' FNPT

ELECTRICAL SUPPLY INL

110 VAC

]

40 1/2
UNIT HEIGHT

U

251/8
FINISHING GUIDE
HEIGHT

FV36

SYNC SWITCH

MASTER SWITCH
(UP - UNIT ON)
(DOWN - UNIT OFF)

85-03-01014

=1
. _ _ i e e +
57/8 b 37 1/8 —] J
FINISHING GUIDE 11/2
=10 3/4 = WIDTH FLOOR TO BOTTOM
FINISHING GUIDE
21

5" X 8" COAXIAL
STARTER COLLAR

HEAT TRANSFER
DUCT KNOCKOUT
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FramingDimensions

— 50 MINIMUM —
ENCLOSURE FRAMING WIDTH
=
1
== 10 3/8
i i 72 MINIMUM UNIT FACE TO
—————— —— = UNIT BASE TO CELING VENT CENTERLINE 18 MINIMUM TO SOFFIT,
24" TO VINYL SOFFITS.
20 MINIMUM —
FRAMING DEPTH O U O
l gl | i
‘ T T
54 MINIMUM
43 ENCLOSURE CELING
16 FINISHED FRAMING WIDTH HEIGHT
. 46 3/8
| H UNIT BASE TO
RREARKHAN BN LRE HATCHED 4812 VENT CENTERLINE
L ' UNIT BASE TO @
8" DEEP MANTEL
16 MINIMUM i
TO SIDE WALL B
s - O 12 maxivum
HEARTH PAD THICKNESS
18
HEARTH PAD

| —2X4sTUDS

—t+——HATCHED AREA MUST BE COVERED WITH
NON-COMBUSTIBLE MATERIALS ONLY.

AFTER THE UNIT IS IN PLAC
INSTALL TWO 2 X 4 STUDS TO
FINISH THE FRAMING AT THE

FRONT OF THE UNIT.

=

N

41 MINIMUM

NN

I—

FRAMING HEIGHT

MINIMUM REQUIRED DIMENSIONS
ENCLOSURE FRAMING WIDTH 50"
FINISHED FRAMING WIDTH 43"
FRAMING HEIGHT 41"
FRAMING DEPTH 20"
FINISHING MATERIAL THICKNESS 1"
UNIT BASE TO ROOM CELING 72"
TO SIDE WALL 16"
TO 8" MANTEL 54"

MIITT-_._|N

0NN

43

FINISHED FRAMING WIDTH

50 MINIMUM
ENCLOSURE FRAMING WIDTH

S — -

Caution: The distance from floor level to the centerline of the vent cap is based on Simpson DuraVent GS
components. If using vent components of another brand, do not assume that the measurement given here is
applicable. Verify the distance the centerline of vent cap by measuring the components you are using.
Note:C2 NJ SOSNE mMé GKAA T ANB LIkomiu&ibleihgartNdrotedtidhpadan@ytbe (i K S
NB RdzOSR HED LT (GKAA T ANB LI dathProtéciion patl is @edhifed. Y 2 NB
Note: Consult the R/alue Tabldor reference.

0é
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Wiring Diagram

BATTERY
PACK

H 1,5V A type

1.5V AA type SPARK [ E @
7 z GREEN ¢
EW A type 5 g
! Ly WHITE . =
[l 1.5¢ AR type BLAC {:'ij e A
e -
FLAME DETECT - ou =l
MAIN ONJOFF E
SWITCH [}
'—
W
. 4 >
Q‘M BLUE 7,
WHITE -l
5]
o
'—
=
&)
]
YELLOW/GREEN Z
ORANGE )
GREEN E
BLACK =
ROWH
YELLOW D
CRANGE
[ VARIABLE SPEED
BLUE L COMFORT FAN
PIh s -
e
5 = C
YL 5 == aLACK ( Zlﬂ"l
e @ e | WHITE \:\
LIX JE o =——
iy BLACK
A @)
S| w — WHITE l ﬁ/
[.4 [ 1H ' I =
K : VAR|ABLE
— - 2| - LIGHT
E.: - |1
lr L 2N ]
.O.
NOTES:
-COMMNECT WIRES IN JUNCTION BOX OM THE -THE APPLIANCE MUST BE ELECTRICALLY COMMECTED AND GROUMDED IN ACCORDANCE
LEFT SIDE OF THE FIREPLACE TO HOUSE POWER WITH LOCAL CODES OR, IN THE ABSENCE OF LOCAL CODES, WITH THE CURRENT MFPA
USING THE SUPPLIED WIRE NUTS. 7O-NATIONAL ELECTRIC CODE OR CS5A C22.1-CANADIAN ELECTRICAL CODE.

_REPLACEMENT WIRE MUST BE OF THE SAME  -LABEL ALL WIRES PRIOR TO DISCONNECTION WHEN SERVICING CONTROLS. WIRING
SIZE AND TYPE OF INSULATION AS ORIGINAL.  ERRORS CAN CAUSE IMPROPER AND DANGEROUS OPERATION. VERIFY PROPER

OPERATION AFTER SERVICING. 65-01-00457

The appliance must be electrically connected and grounded in accordance with local codes or, in the
absence of local codes, with the current NFRANational Electric Code or CSA CZ2ahadian Electrical
Code.

CAUTIONLabel all wires prior to disconnection when servicing controls. Wiring errors can cause impr
and dangerous operation ancerify proper operation after servicing.

ATTENTIONMumorSy i RS t QSyiNBGASy RS
Des erreurs dexblage peuvententridzy F2y QG A2y Yy SY
f QF LILJI NBAf F2yO0dA2yyS | RSIldz GS

a 02YYlIyRSaxz si
Syidi AYylIRSIldz G §
YSyi f

S dzyS F2Aa
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INSTALLAON

PLANNING THE INSTALLATION

Before Installing
When planning ofiireplaceinstallation,determinethe following

i Where hefireplaceis to be installed
Ventsystem configuration to be used
Gas supply piping

Electricalwiring

Framing and finishindetails

Hearth protectionpad requirements

ot et B et B et i e

Selecting-ireplacd.ocation
When selecting a location for yofireplace it is important to consider the required clearances to walls
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WARNING

FIRE RISBIDOR RISK

Install appliance on hard metal mood surfaces extending full width and depth of this fireplace.

Do notinstall this fireplace directly on carpeting, vinyl or any combustible material other than wood. Construct cha:
all clearance specifications in manual.

1 Locate and install appliange all clearance specifications in manual.

INSTALLING THE FIREPLACE

Framing the Fireplace

The rough framing dimensiomggven are the minimum allowed framing dimensions. Be sure when planning
the framing of the unit that adequate space to hook up the gas and electrical on the left side of the unit.

After the fireplace is in place the front of the unit can be framed in® th¥ A y I §

finishing material to be installed around the unit.

Special Framing Notéf the fireplace is to be recessed in a cavity deeper ®@n >

(A

materials protruding past the front face of this flace must be of th@on-combustiblevariety.

AFTER THE UNIT IS IN PLACE
INSTALL TWC 2 X 4 STUDS TO
FINISH THE FRAMING AT THE
FRONT OF THE UNIT.

N

2XASTUDS
/_

HATCHED AREA MUST BE COVIERED WITH

NON-COMBUSTBLE MATERIALS ONLY .
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Constructing thd-ireplaceChase

A chase is a vertical bdike structure built to enclose this fireplace and its vent systéprtical vents that
run on the outside of a building may be, but are nequired to be, installed inside a chase.

Construction of the chase may vary with the type of building. These instructions are not substitutes for the
requirements of local building coddsocal building codesust be followed.

Chases should be constructedthe manner of all outside walls of the home to prevent cold air drafting
problems.The chase should not break the outside building envelope in any manner.

Wall, ceiling, base platand, if applicablecantileverfloor of the chase should be insulatédapor and air
infiltration barriers should be installed in the chase as per regional codes for the rest of the Imome.

addition, in regions where cold air infiltration may be an issue, the inside surfaces of the chase may be sheet
rocked and taped for mamum air tightness.

To further prevent drafts, the fire stops should be caulked with fighperature caulk to seal the gapgSas

line holes and other openings should be caulked with téghperature caulk or stuffed with unfaced
insulation.If the fireplaceis being installed on a cement slab, a layer of plywood may be placed underneath
this fireplace to prevent conducting cold into the room.
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Mantel Clearances

Mantel clearances for this fireplace may be measured fréime top of the convection air openingr the

floor level of this fireplace The location that is referenced normally to measure mantel clearances isgithe
of the convection air openin@.he chart and diagram, in this page, provide all the reference diroeal
information necessary in determining the distance a combustible mantel may protrude out from the face
surface of this fireplace. The chart shows the distance froniiteplace facehat the combustible mantel
may protrude outward at a distance up frdioor level of this fireplace.

If you prefer to take measurements from thep of the convection air openingnote that thetop of the
convection ailopening is 8 ¥£ up from the floor leveof 22

. . 21
this fireplace. 8 20

7 19
18
17
16

15
2
— 14
1

6

Warning Make proper use of this chart. Do not 4
compromise the specifications contained in this chart.
Failure to adhere to proper clearances required to
combustibles may caussverheatingof the mantel

Note: For mantels thaprotrude more than 8 from the
front surface of the fireplacaise a rise and run of (1:1)
to calculate the required height of the mantel.

-

Example:You have a 12" mantelo calculate the height
above the convection ebpening the equation would be
14" + 12" = 26" above the convection air opening.
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HEARTH PROTECTION PAD REQUIREMENTS

Hearth Protection R Rating: MINIMUM R -1 is required.

Consult the R-1 Value Table for reference.

All hearth pads must be necombustible (netal, brick, stone, or mineral fiberboard).

1 Do not use any combustible material to protect the floor in front of this fireplace. The hearth protection pad
must be rated at RL minimum, and it must extend 1& in front of the fireplace face if the fireplace is installed a
floor level.

1  To achieve this required-Rting, Mendota strongly suggesteatyouS Y LI 28 oy¢ GKA Ol YAY
the base substrate on top of the combustible floor constructioe@mbustible raised hearth structure before yo
place additional finishing materials or natural stone products to achieveaf Riinimum ratingRefer to the R
Rating specificatiotables in this manual.

1  For applications where you want to attach tilesstone slabs to thenineral/ceramic boargdfollow the
instructions supplied by the board manufacturer.

Hearth Pad Guide

Thisfireplacerequiresan R1 rated hearth protection 18deep and no less than the width of the unit. For
every E the unit is raisedthe hearth depth can be reduced bBy£Once the unit is raisecE®r more, no
hearth protection is required.

See the suitable back&Value TableMicore is a recommended produfdr this applicationThe Rvalue
requirement is achie8 R ¢ A (i Kprogugtf Adly coydmon building material may be used as long as-the R

value is achieved.
Thefireplacecomes equipped m
with a hearth finish guide 1&4 e

from the bottom of the
fireplace If the hearth pads

32Ay3 G2 68 GKAOUSNI GKIYy ™ oyé 3

the unit must be raised - @ i
accordingly.

The bottom hearth guide is 114 THICK

attachedto the unit with plastic MAXIMUM | =

rivets. e rivets can be cut with { J

a razor knife and the guide | i —
removed after the hearth has - ‘ \

been constructed

This fireplace may be installed
in an elevated positn by

HEARTH PAD |
R-1 MINIMUM RATING REQUIRED. USE
OF 1/2" THICK R-1 BOard AS BASE
LAYER RECOMMENDED

creatngan elevated deck and
an appropriate framed enclosure.

Note: This fireplace may be elevated butustallowl YA YA Ydzy 2F TH¢ RAAGEFYOS
floor level and the ceiling of the room.

FV36
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FRAMING DEPTH and FINISHING GUIDES

Finishing Materials Installation

Finishing Guides

Thisfireplacecomes with one standard finishing guide that will be used with any inside finish decorative
front. Door installation will require the use of a faceplate. Grace and Willowbrook fronts haiomalpt

finishing applications depending on what wall finishing material and what finished look you want to achieve.
Refer to the Grace/Willowbrook finishing guide options

It is important to know what wall finish is being used and what finish option i€pesf prior to unit

installation when choosing a Grace or Willowbrook front.

2 KSy GKS gLttt FAYAAK YIGSNALFE Attt SEOSSR Hu oyé¢ AY
required to allow the decorative front to install properly.

AllfnA K JdzARSaX &adlFyRFENR 2N 2LIiA2yFf X LINRGNHZRS mé T
rivets and can be removed withG® RNAf f O0A 0@

The finish guide useshould be permanently left in place.
Framing Depth and Finishing Materials

Recomnended Backing Materials Over NOCombustible Zone
The minimum framing depth for thigeplaceA & Hné ® ¢KA& A& | TFTAESRseRSLIIK
General Specifications and Planning the Installation sections of this manual.

Mendota strongly$ O2 YYSY R& dza A y 3 -combistibje backizymateyrialseg fuifable backer
material, RValue Table using the highestRalue available when installing any finish material (e.g., tile,
marble, granite, faux stoneover the norcombustible zone of thiireplace

For applications where you are installing faux stone, stone, brick, tile, etc., metal lath screen can be attached
to the backer material and a scratch coat of thinset mortar can be applied.

Mendota strongly recommendsot using mortar blends i polymer additives or any premix mastics or any
adhering compounds with chemical base such as PL construction adhesives or silicone. Use of these products
will cause a high likelihood of offgasing odors.

For the installation of solid slab stone (e.gargte, marble, slate), Mendota recommends using a minimum

oye ahustible backer material of the highesvRlue available. See suitable backeaterial, Rvalue
Table.Caution: These materials are natural prodgetnd are prone to internal week poingsich as air

pockets and stress cracks. These natural products are prone to surface cracking under heat stress (expansion
and contraction).

To minimize the possibility of surface cracking, Mendota strongly recommends:

91 Not to adhere the finish material tdhe backer material within the neoombustible zone of the
fireplace

1 Not to install the natural stone in@ne-piece application allow expansion joints by installing a
multi-piece application.

For the installation of a smooth painted wall application, Red (i | a G NRBy 3If & NBO2VY-YSYRA
combustible wall board using the highest/&ue available. See suitabledk&r material and f/alue Table.

To reduce the possibility of surface cracking Promat, PromafoBkamole, where available, is highly
recommended for this application, using manufactuspecific joint fillers and skim coat materials.
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Do not use Durarock Next Gen or Wonderboard. These products contain styrene fillers and polymer meshing
that will break down under heat exposure and creatiors.

Do not leave joints above or at the corners of flreplaceand always allow the wall material to float over
the noncombustible zone. Do not attach finish material to the metal face ofiteplace Only attach finish
materials to wall framingnembers.

Choose skim coat and paint materials that will withstand constant temperatures in excessef 200

Hearth Pad Requirements
ThisfireplacerequiresanRM NJ 6§ SR KSIF NI K LINE
SOSNE Mé GKS dzyAlG A& NI A&ASBBYO
hearth protection is required.

OlAzy wm
S

S A y €
BSGHKSE MK (i RS BIG KT D

Additional Application Cautionrf&inish Materials

If wood is being used around or in front of theeplace mantel or trimt you must comply with atllearance
to combustibles described in this manual.

If wood has been chemically bleached or cleamedurethat no cleaner remainengraired in the wood
surface prior to finish. Bleach, chemical cleaning compousmts moisture content within the wodd surface
can cause paint blistering, crackjiog discoloring even under loWeat levels as it evaporates from the
material surface.

Choose pgints, stainsand finishes that can withstand constant temperatures in excess ¢F200

Caution:For smooth wall and natural stone finishé&se recommendations made in thigstallation manual
are based on our research on preferred backer and finish rizds$efor best results. Natural materials are
prone to air pockets, voids, stress cracksd internal imperfections created by nature.

Note: Mendota will not be responsible foand will notwarranty a smooth wall or natural stone wall finish
because of tle vulnerability and uncertainty of these finish products under heat stress.

Paint Types Approvddr Use

Industrial acrylic paints and alkydbased paintsWhen selectingpaint for applications on facings, mantels,
corbelsor floorswithin ZA y FNBY G 2F | FANBLI -teShelfphidtsihdt Rayhadve 2 NJ K
Y2RAFTASNI F RRAGADPSE dzaSR (G2 AYyONBIFaS GKARAYIE | 0Af
reputablepaint and sealansupplier and acquire industtiacrylic paints or alkybased paints.

SealanfTypes Approvedfor Use

Heatresistant polyurethane sealantsthese are notlamaged by prolonged exposure to raised

temperatures Many are flame resistant, meaning that they resist ignition when exposed o hig
temperatures and can insulate the substrate and delay damage to it. When selecting polyurethane for
applications on facings, mantels, corha@sfloors within Zin front of a fireplace, avoid othe-shelf
urethanesealantsthat may have modifier addites used to accelerate drying times and curing times. Consult
with a reputablepaintandsealant supplier and acquire heatsistant polyurethane sealants.
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