**FULLVIEW DECOR/TIMBERLINE LINEAR ML72 SPECIFICATIONS**

**WARNING:** VENT IS NOT CENTERED ON THE UNIT!

---

**MINIMUM REQUIRED DIMENSIONS**

<table>
<thead>
<tr>
<th>Dimension</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Enclosure Framing Width</td>
<td>80</td>
</tr>
<tr>
<td>Enclosure Framing Depth</td>
<td>22</td>
</tr>
<tr>
<td>Enclosure Framing Height</td>
<td>55</td>
</tr>
<tr>
<td>Enclosure Ceiling Height</td>
<td>56</td>
</tr>
<tr>
<td>Finishing Material Thickness</td>
<td>1</td>
</tr>
<tr>
<td>Unit Base to Room Ceiling</td>
<td>72</td>
</tr>
<tr>
<td>Unit Base to Side Wall</td>
<td>16</td>
</tr>
<tr>
<td>Unit Base to 8&quot; Mantel</td>
<td>55</td>
</tr>
</tbody>
</table>

---

**DIMENSIONS ARE IN INCHES**

---

**NOTES:**

- Minimum Framing Width: 80
- Minimum Framing Depth: 22
- Minimum Framing Height: 48
- Minimum Ceiling Height: 56
- Minimum Enclosure Ceiling Height: 56
- Minimum Unit Base to Vent Centerline: 49 1/8
- Minimum Unit Base to 8" Mantel: 55
- Maximum Unit Base to Ceiling: 72
- Maximum Unit Base to Side Wall: 16

---

**PROJECTIONS IN THE HATCHED AREA ARE ALLOWED.**

**WARNING:** VENT IS NOT CENTERED ON THE UNIT!

---

**DISTANCE FROM FIREPLACE FACE.**

- 2 X 4 STUDS
- HATCHED AREA MUST BE COVERED WITH NON-COMBUSTIBLE MATERIALS ONLY.

---

**COMBUSTIBLE MANTEL ALLOWED IN GRID AREA ONLY.**

**FOR DEEPER MANTELS THE GRID CAN BE EXTENDED AT A 1 TO 1 RATIO.**

---

**ML72**